
www.del taww.com

DOP
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Best Performance

Huma

Beneficial FeatureBeautiful Display

30
100 PLC

 
(RS232/RS485/

RS422) DOP USB
SD

 DOP
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n Machine Interface

es

 
DOP

LED

65536 2D
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DOP-B  

DOP-B

4.3 
inches 
Wide

B03S211
B03E211

7 
inches

B07S515
B07E515
B07PS515

5.6 
inches B05S111 8 

inches
B08S515
B08E515

7 
inches 
Wide

B07S401K 10.1 
inches

B10S411
B10S615
B10E615

B07S411K 10.4 
inches

B10S511
B10VS511
B10PE515

B07S410
B07S411
B07E411
B07S415
B07E415
B07PS415
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DOP-H  

DOP-H

7 inches Wide

H07S425
H07S42A
H07S465
H07S46A

H07E425
H07E42A
H07E465
H07E46A

DOP-W  

DOP-W

10.4 inches W105B

12 inches W127B

15 inches W157B



55

65536 TFT

  bit  word

M30=ON

M30=ON

D100=1

D100=3

D100
1 A.wav
2 B.wav
3 C.wav

3.5mm
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USB RS-223

PLC Programming Software:
WPLSoft

*  DVP PLC

5  USB

PictBridge

Up to 480Mbps high-speed data transfer via USB v2.0

 USB

  USB Hub   USB

DirectLink  USB  PLC

USB Hub

Master (USB-type A)

Slave (USB-type B)

USB  

 Windows Vista / Windows 7 / Windows 8
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SD  / USB

 CSV  SD  /USB  PLC  PC  Excel 

 CSV  SD  /USB 

 SD /USB

 SD /USB FAT32 Microsoft  Windows

 PC SD /USB 
 SD /USB

  PC  SD / USB  PLC  PLC  SD  /USB

 SD  /USB  PLC

Recipe

Recipe

A

PLC 

 B  C

Alarm

SD

SD

SD

SD

 DVP PLC



88

32 

EXCEL
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DOP  RS-232/485/422 
DOP

  
DOP-B10VS511 VGA
DMV

RS-422

AH500 PLC

DVP-ES2 PLC

ASDA-A2 VFD-C2000 DVP-ES2 PLC

 PLC

Other brand of PLC

RS-485

RS-232

VGA
800  600

56 Hz / 60 Hz
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 ASDA-A2
  ASDA-A2

(PS )
G-Code

 DVP-20PM/10MC/20MC
 G-Code
 

 

  – cos  
 

ASDA-A2 

N01 G00 Z1.00000
N10 G64
N20 G00 X51.41791 Y6.46013
N30 G01 Z-0.10000 F1000.00
N40 G01 X51.43897 Y6.57145
N50 G01 X51.46328 Y6.60449
N60 G01 X54.19628 Y9.64749
N70 G01 X54.54002 Y10.03007
N80 G01 X54.61772 Y10.20689
N90 G01 X54.69736 Y10.58087
N100 G01 X55.03397 Y11.59650
N110 G01 X55.22240 Y12.08614
N120 G01 X55.52968 Y12.78773

G-CODE

G-CODE

USB
Host

DOP-B07PS515

AH20MC

SB
st
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DOP-W

 1GHz 

 

 

 1024*768 (W127B: 500 cd/m², W157B: 450 cd/m²)

 256MB Flash ROM

 10,000,000

 (0-7)

 8

 COM Port

 

 USB Host 2.0 (W105B USB Host)

 SD

 DOP-W VESA

 *VESA 12 ( ) 

 

 

 IP65

 Manager

3

7

3 3
 Operator  Operator  Operator
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* WMV

 

*
* ( , , , , , , ,  , , , , 

, )

 16

 

( )

DOP-B VS DOP-W ROM

128MBDOP-B

DOP-W 256MB

 eRemote

 VNC Server

 eRemote

 Android eRemote APP VNC Client  
APP

 iOS VNC Client APP
*  JAVA 

Web Browser

Home

Internet
Secure Logon

Data Encryption

Cell phone/
Pad

Office
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DOPSoft

1

2

4

5

3

1

2

4

5

3

1 2

3 4

5
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DOP

DOPSoft

 /      
Pentium 4 1.6GHz

2G MB 

400MB 

1024x768

Windows Vista / Windows 7 

Windows 2000 / Windows XP 
Windows Vista / Windows 7

DOP  HMI  DOPSoft
 http://www.delta.com.tw/ia

*

5.6 

DOPSoft

DOP-W

DOP-HDOP-B

10 
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eServer

 PC

  Excel  Excel 
  Excel
 

 (ODBC)

 eServer

1

2

3

EXCEL

Device data
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eRemote

eServer /eRemote 

PC Android

PC

 /     
Pentium 4 1.6GHz 

2G MB 

100 MB 

 1024 x 768

Windows 2000 / Windows XP  / Windows Vista / Windows 7 

Windows 2000 / Windows XP / Windows Vista / Windows 7
*eServer / eRemote 

 http://www.delta.com.tw/ia

eRemote APP

QRCODEAndroid 4.1.2( )

860KB

Android
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DOP-B 
DOP-B03S211 DOP-B03E211 DOP-B05S111 DOP-B07S410 DOP-B07S411 DOP-B07E411 DOP-B07S401K

DOP-B07S411K DOP-B07S415 DOP-B07PS415 DOP-B07E415

4.3  TFT LCD 5.6  TFT LCD 7   TFT LCD

65536

(pixels) 480 x 272 320 x 234 800 x 480

LED Back Light

(cd/m2) 280 400 200 250 250 250 250 350 350 350

( )(Note 1) 20,000 10,000 20,000 20,000 20,000 20,000 20,000 20,000 20,000 20,000

400 MHz

Flash ROM(Bytes) 128 MB 128 MB 4MB 128 MB

RAM(Bytes) 64MB 64MB

(Bytes) 16MB 32k 16MB

Multi-Tone Frequency 2K ~ 4K Hz 85dB 

N/A N/A N/A Stereo output

N/A 1 Port (Note 2) N/A N/A 1 Port (Note 2) N/A 1 Port (Note 2)

N/A N/A N/A SD ( SDHC)

USB 1 USB Host Ver 1.1 /  
1 USB Client Ver 2.0

1 USB Client 
Ver 2.0 1 USB Host Ver 1.1 / 1 USB Client Ver 2.0

 

COM1
RS-232 

( )/ 
RS-485

RS-232 (
)/ 

RS-485 (Note 2)

RS-232
(Note 2)

RS-232
/

RS-485 /  
RS-422

RS-232 RS-232 (Note 2)

COM2 RS-422/R-S485 RS-422/
R-S485 (Note 2)

RS-232  
RS-485 (Note 2) N/A RS-232 RS-485 RS-232 RS-422 RS-485(Note 2)

COM3 N/A RS-422  
RS-485 (Note 2) N/A RS-422 RS-485 RS-232 RS-422 RS-485(Note 2)

N/A N/A N/A

N/A N/A N/A N/A

N/A N/A N/A 8 N/A

CE UL

IP65 UL type 4x

(Note 3) DC +24V 
-10% ~ +15% (Note2)

DC +24V 
-10% ~ +15% DC +24V -10% ~ +15% (Note2)

DC 24 FG AC 500 V, 1

 (Note 5) 2.64 W 2.64 W 3.0 W 3.5 W 4 W 4 W 4 W 5 W 5 W 7.5 W

3V CR2032  1

25 oC

0 oC ~ 50 oC

-20 oC ~ +60 oC

10% ~ 90% RH 0 ~ 40 oC 10% ~ 55% RH 41 ~ 50 oC 2

IEC61131-2 5Hz~8.3Hz 3.5mm, 8.3Hz~150Hz 1G

IEC60068-2-27 11 ms, 15 G Peak , X, Y, Z 6

 
W x H x D mm 129  103  39 129 x103  39 184  144  50 215  161  35.3 215  161  50 215 x 161 x 50 215  161  50 215  161  50 215  161  50 215  161  50

 
W x H mm 118.8  92.8 118.8  92.8 172.4  132.4 196.9  142.9 196.9  142.9 196.9 x 142.9 196.9  142.9 196.9  142.9 196.9  142.9 196.9  142.9

230 g 264 g 670 g 700 g 820 g 820g 820 g 970 g 970 g 970 g

1) 
2) 
3) 
4) 
5) 1.5~2
6)  http://www.deltaww.com/
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DOP-B07S515 DOP-B07PS515 DOP-B07E515 DOP-B08S515 DOP-B08E515 DOP-B10S511 DOP-B10VS511 DOP-B10E515 DOP-B10PE515 DOP-B10S411 DOP-B10S615 DOP-B10E615

7 TFT LCD 8 TFT LCD 10.4 TFT LCD 10.1   TFT LCD

65536

800 x 600 800 x 600 800 x 600 800 x 480 1024 x 600

LED Back Light

450 450 450 500 500 300 300 300 300 300 200 200

20,000 20,000 20,000 25,000 25,000 10,000 10,000 10,000 10,000 20,000 15,000 15,000

400 MHz

128 MB 128 MB 128 MB 128 MB

64MB 64MB 64MB 64MB

16MB 16MB 16MB 16MB

Multi-Tone Frequency 2K ~ 4K Hz 85dB 

N/A Stereo output N/A Stereo output N/A Stereo output N/A Stereo output

N/A 1 Port (Note 2) N/A 1 Port (Note 2) N/A 1 Port (Note 2) N/A 1 Port (Note 2)

SD ( SDHC) SD  
( SDHC) SD ( SDHC) N/A SD ( SDHC) N/A SD ( SDHC)

1 USB Host Ver 1.1 / 1 USB Client Ver 2.0

RS-232 (Note 2) RS-232 (Note 2) RS-232 RS-232 (Note 2) RS-232 RS-232 (Note 2)

RS-232 RS-485(Note 2) RS-232 RS-422 RS-485(Note 2) RS-232  
RS-485

RS-232  
RS-485(Note2) RS-232 RS-422 RS-485(Note 2) RS-232 / 

RS-485 RS-232 RS-422 RS-485(Note 2)

RS-422 RS-485(Note 2) RS-232 RS-422 RS-485(Note 2) RS-232 RS-
422 RS-485

RS-232 RS-
422 RS-

485(Note2)
RS-232 RS-422 RS-485(Note 2)

RS-232  
RS-422

RS-485
RS-232 RS-422 RS-485(Note 2)

N/A N/A N/A

 
800x600

 
56Hz / 60Hz

N/A N/A

N/A N/A N/A N/A N/A

N/A N/A N/A N/A

CE UL

IP65 UL type 4x

DC +24V -10% ~ +15% (Note2)

DC 24 FG AC 500 V, 1

7.68 W 7.68 W 7.68 W 5.2 W 7.8 W 6.1 W 6.1 W 9.6 W 9.6 W 6.6 W 12 W 12 W

3V CR2032  1

25 oC

0 oC ~ 50 oC

-20 oC ~ +60 oC

10% ~ 90% RH 0 ~ 40 oC 10% ~ 55% RH 41 ~ 50 oC 2

IEC61131-2 5Hz~8.3Hz 3.5mm, 8.3Hz~150Hz 1G

IEC60068-2-27 11 ms, 15 G Peak , X, Y, Z 6

184  144  50 184  144  50 184  144  50 227.1  174.1  61 227.1  174.1  61 299  224  51.1 299  224  51.1 299  224  51.1 299  224  51.1 272  200  61 272  200  61 272  200  61

172.4  132.4 172.4  132.4 172.4  132.4 219.4  166.5 219.4  166.5 285.2  210.2 285.2  210.2 285.2  210.2 285.2  210.2 261.3  189.3 261.3  189.3 261.3  189.3

800 g 800 g 800 g 1226 g 1228 g 1700 g 1700 g 1700 g 1700 g 1520 g 1520  g 1520  g

1) 
2) 
3) 
4) 
5) 1.5~2
6)  http://www.deltaww.com/
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DOP-H 
DOP-H07S425 
DOP-H07S42A

DOP-H07S465 
DOP-H07S46A

DOP-H07E425 
DOP-H07E42A

DOP-H07E465 
DOP-H07E46A

7  TFT LCD
65536

(pixels) 800 x 480
LED Back Light

(cd/m2) 450
( )(Note 1) 20,000

400 MHz
Flash ROM(Bytes) 128 MB

RAM(Bytes) 64 MB
(Bytes) 16 MB

Multi-Tone Frequency 2K ~ 4K Hz 80dB
N/A

USB 1 USB Client Ver 2.0
SD SD ( SDHC)

RS-422 RS-485(Note 2) N/A
Ethernet N/A 1 Ports(Note2)

 15
5 5  

A 10

 

B 2 
DC 24 V 

500 mA 
DC 5V/1mA 

IEC60947-5-1, EN60947-5-1, IEC60947-5-5, EN60947-5-5, UL 508, CSA C22.2 No.14, GB 14085.5
A 1 

DC 24 V 
500 mA 
DC 3 V / 5 mA 

EN/IEC60947-5-8, IEC60947-5-1, EN60947-5-1, JIS C8201-5-1, UL508, CSA C22.2 NO. 14 
ISO12100-1 -2/EN12100-1 -2, IEC60204-1/EN60204-1, ISO11161/prEN11161, ISO10218/EN775, ANSI/

RIA R15.06, ANSI B11.19

N/A

< DC 24V in 
50(P/R) 

 
A, B 

A, B 90   45  
200 Hz

N/A

< DC 24V in 
50(P/R) 

 
A, B 

A, B 90   45  
200 Hz

CE
IP55

(Note3) DC +24V -10% ~ +15% (Note2)

DC 24 V FG AC 500 V, 1
 (Note 5) 5.6W

3V CR2450  1
25

0 oC ~ 40 oC
-20  oC ~ +60  oC, 10% ~ 90% RH

10% ~ 90% RH 0 ~ 40  oC 10% ~ 55% RH 41 ~ 50 oC 2
IEC61131-2 5 Hz~8.3 Hz 3.5 mm, 8.3 Hz~150 Hz 1 G
IEC60068-2-27 11ms, 15G Peak, X, Y, Z 6

W   H   D mm 257.4  170.3  71.8 ( )
750 g  ( )

1) 
2) 
3) 
4) 
5) 1.5~2
6)  http://www.deltaww.com/ 
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DOP-W 
DOP-W105B DOP-W127B DOP-W157B

10.4  TFT LCD 12.1  TFT LCD 15  TFT LCD

65536

(pixels) 800 x 600 1024 x 768

LED Back Light

(cd/m2) 300 500 450

( )(Note 1) 10,000 30,000 100,000

1 GHz

Flash ROM(Bytes) 256 MB

RAM(Bytes) 256 MB

800000  ( + )

Multi-Tone Frequency 2 K ~ 4 K Hz 80dB

Stereo output Stereo output / 1.5 W

USB 1 USB Host Ver 2.0 3 USB Host Ver 2.0

SD SD ( SDHC)

COM1 N/A

COM2 RS-232 RS-422 RS-485(Note 2)

COM3 RS-232 RS-422 RS-485(Note 2)

Ethernet 2 Ports(Note2)

(Note5)

CE / UL

IP65 / UL type 4x IP65 / UL type 1

(Note3) DC +24V -10% ~ +15%

DC24V FG AC500V, 1

 (Note 6) 13.5W 18.5W 21.6W

0oC ~ 50oC

-20 oC ~ +60 oC, 10% ~ 90% RH

10% ~ 90% RH 0 ~ 40 oC 10% ~ 55% RH 41 ~ 50 oC 2

IEC61131-2 5 Hz~8.3 Hz 3.5 mm, 8.3 Hz~150 Hz 1 G

IEC60068-2-27 11 ms, 15 G Peak, X, Y, Z 6

 
W x H x D mm 299  224  46.8 313  239.5  67.5 384.4  295.8  67.8

 
W x H mm 285.2  210.2 302.7  228.7 372.4  283.7

1750 g 2830 g 3880 g

1) 
2) 1 1500V
3) 
4) 
5) ,  RTC 14
6) 1.5~2
7)  http://www.deltaww.com/
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 mm (inches)

• DOP-B03S(E)211 • DOP-B05S111

• DOP-B07S(E)415 / DOP-B07PS415 • DOP-B07S(E)515 / DOP-B07PS515
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DOP-B 
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• DOP-B07S411 / B07E411

• DOP-B07S411K• DOP-B07S401K

• DOP-B07S410

215(8.46")

16
1(
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34
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14
2.

3(
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.0

4"
(5

.6
3"

   
   

  )
-0

T

Note:
T=1.6mm(0.063")~6mm(0.24")
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16
1(

6.
34

")
196.9 +1.0

 0.0 (7.75" )

14
2.

9
+1

.0
 0

.0
(5
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 ) T
26.2(1.03")

Note:
T=1.6mm(0.063")~6mm(0.24")

14
2.

3(
5.

6"
)

214(8.43")

16
0(

6.
3"

)

+1.0196.9  0

+1
.0

14
2.

9
 0

+0.04"(7.75"         )-0

+0
.0

4"
(5

.6
3"

   
   

  )
-0

T

Note:
T=1.6mm(0.063")~6mm(0.24")

39.4(1.55")

215(8.46")

16
1(

6.
34

")

+1.0
196.9  0

+1
.0

14
2.

9
 0

14
2.

3(
5.

6"
)

T
51.2(2.02")

Note:
T=1.6mm(0.063")~6mm(0.24")

+0.04"(7.75"            )-0

+0
.0

4"
(5

.6
3"

   
   

  )
-0

DOP-B 
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• DOP-B08S(E)515

• DOP-B10S(E)615

• DOP-B10S(E)51x / DOP-B10PE515 / DOP-B10VS511

T=1.6mm(0.06") ~
5.0mm(0.19")

(2.06")

17
4.

1(
6.

85
")

227.1(8.94")

 0
+0.04"(8.63"        ) 0219.4+1

+0
.0

4"
6.

55
"  

   
  

 0+1
 1

66
.5

   
 0

NOTE:

4-R
1.0

(0.
04

")

52.3
T

299(11.77")

22
4(

8.
82

")

T

285.2+1.0
 0.0 (11.23")

21
0.

2+1
.0

 0
.0

(8
.2

8"
)

38.5
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20
0(

7.
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18
8.

3(
7.

41
")

51.9(2.04")
T

Note:
T=1.6mm(0.063")~6mm(0.24")

261.3+1.0
 0 (10.29"+0.04"

 0 )

18
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3+1
.0

 0
(7

.4
5"

+0
.0

4"
 0

)

 mm (inches)

DOP-B 
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 mm (inches)

• DOP-H07X4XX

• DOP-W105B

257.4(10.13")

17
0.

3(
6.

7"
)

71.8(2.83")

12.5(0.5") 0.72")

27
.8

(1
.1

")

41(1.61")

51
.3

(2
.0

2"
)

53
.5

(2
.1

1"
)

299( 11. 77" )

22
4(

8.
82

")

285. 2 ( 11. 23" )

21
0.

2 
  

(8
.2

8"
)

38. 5

+1.0
  0.0

+1
.0

  0
.0

T

T=1.6mm(0.063")~6mm(0.24")

DOP-H 

DOP-W 
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• DOP-W157B

384. 4( 15. 13" )

29
5.

8(
11

.6
5"

)

59. 2

372. 4 ( 14. 66" )

28
3.

7 
  

(1
1.

17
")

+1.0
  0.0

+1
.0

  0
.0

T

T=1.6mm(0.063")~6mm(0.24")

DOP-CA232DP HMI  DVP-PLC RS232  (Female Socket)
DVPACAB2A30 HMI  DVP-PLC RS232  (Male Socket)
DOP-CAUSBAB HMI USB 

 mm (inches)

DOP-W 

• DOP-W127B

313. 2( 12. 33" )

23
9.

5(
9.

43
")

59. 0
T228.7

   ( 9. 00" )

302. 7   ( 11. 92" )
+1.0
  0.0

+1.0
  0.0

T=1.6mm(0.063")~6mm(0.24")
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  DOP Delta Operation Panel

  DOP Delta Operation Panel

 K Keypad

0 None
1 USB Host only
5 USB Host and SD

5 5
A 10

   S  /  E
   PS  
   PE
   VS VGA

   S  /  E  

  B B 

  H H 

  03 4.3   / 05 5.6 
  07 7   / 08 8   
  10 10.1 /10.4  

  07 7 
  

1 QVGA 4 WVGA
5 SVGA 6 WXGA

4 WVGA

DOP - B 07 S 4 1 1 K

DOP - H 07 S 4 6 5

  DOP Delta Operation Panel    B

  W W 

  10 10" 
  12 12.1"
  15 15" 

   5 SVGA 
   7 XGA

DOP - W 12 7 B
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