


SELECTION AND ORDERING 
Elbow must be sized to the cable insulation diameter. Cable manufactur

er's catalogs show the nominal insulation diameter plus tolerance. Select 
the elbow so that the cable dimensi。n is within the "D” dimension listed in 
the following tables. 

In the event the cable-diameter information is not available, take several 
insulation measurements along a length of cable to be used with the 
elbow. 
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Cable Dimensi。n Reference 
﹛1) If insulation shield is not ext,uded, an adapte, must be used to 

accommodate etbow 

Cable "D" Dimension (inches) Conductor Size Copper or Aluminum Model Numbers (2) 

g：��ded So id With Capacitance Tap Without Capacitance Tap Minimum Maximum 。『 omp『essed or Compacted 
6 4 9UOtAAE62t 9U01ABE62t 
4 2 9U01AAE622 9U01ABE622 

0.635 0.830 2 1 9U01AAE623 9U01ABE623 
1 1/。 9U01AAE624 9U01ABE624 

1/0 2位 9U01AAE625 9U01ABE625 
210 30 9U01AAE626 9U01ABE626 

6 4 9UOtAAE63t 9U01ABE631 
4 2 9UOtAAE632 9U01ABE632 
2 t 9UOtAAE633 9U01ABE633 

0.705 0.910 t 1/0 9UOtAAE634 9U01ABE634 
1/0 210 9U01AAE635 9U01ABE635 
210 3/0 9U01AAE636 9U01ABE636 
3,0 4/0 9U01AAE637 9U01ABE637 
4/0 9U01AAE638 9U01ABE638 

6 4 9U01AAE641 9U01ABE641 
4 2 9U01AAE642 9U01ABE642 
2 1 9U01AAE643 9U01ABE643 

0.785 1.005 1 1/0 9U01AAE644 9U01ABE644 
1/0 210 9U01AAE645 9U01ABE645 
2/0 3 0  9U01AAE646 9U01ABE646 
3 0  4 0  9U01AAE647 9U01ABE647 
4/0 9U01AAE648 9U01ABE648 

6 4 9U01AAE651 9U01ABE651 
4 2 9U01AAE652 9U01ABE652 
2 1 9U01AAE653 9U01ABE653 

0.875 1.115 1 1/0 9U01AAE654 9U01ABE654 
1/0 21，。 9U01AAE655 9U01ABE655 
210 3/0 9U01AAE656 9U01ABE656
3/0 4/0 9U01AAE657 9U01ABE657
4/0 9U01AAE658 9U01ABE658

6 4 9U01AAE661 9U01ABE661 
4 2 9U01AAE662 9U01ABE662 
2 1 9U01AAE663 9U01ABE663 

0.955 1.205 1 1/。 9U01AAE664 9U01ABE664 
1/0 210 9U01AAE665 9U01ABE665 
210 3 0  9U01AAE666 9U01ABE666
3i0 40 9U01AAE667 9U01ABE667 
4／。 9U01AAE668 9U01ABE668 

(2) Model Number listed are fm elbows with the standa,d bimetal conductor c,imp connector. To specify elbow with Hali coil crimp c。nnect肘，change the seventh dig忱t，，。m
E to A; for long bimetal connector, change E to口，fm all coppe, conoector, change E to S. 
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9U01AAC6 
9U01AAH6 
9U01AAJ6 
9U01ABC6 
9U01ABH6 
9U01ABJ6 
9U01AAL6 
9U01AAM6 
9U01AAP6 
9U01ABL6一一－－
9U01ABM6 
9U01ABP6 

Bushing Insert and Elbow with Capacitance Tap (Heli coit Ccooecto,) 
Bushing Insert and Elbow with Capaαtaoce Tap (Standa,d - Bimetal Coonector﹜ 
Bushing losert and Elbow with Capacitance Tap (Long - Bimetal Connector) 
Bushing Insert and Elbow without Capacitance Tap (H訓C吋Connector)
Bushing Insert aod Etbow with。ut Capaαtance Tap (Standard - Bimet副Connect。r﹜
Bushing lnse同and Etbow without Capacitance Tap (Long - Bimetal C。nnectm)
Wishbone Tee and (2) Elbows with Capaαtance Tap (Heli coil Connectm) 
叫shbone Tee and (2) Elbows with Capaαitance Tap (Staoda,d Bimetal Connectm﹜ 
W陷hbone Tee and (2) Elbows with Capaαtance Tap (Long﹒Bimetal c。nnector)
Wishbone Tee and (2) Elbows without Capacitance Tap (Heli coil Connecto，﹜ 
Wishbone Tee and (2) Elbows 叫thout Capacitance Tap (S1andard - Bimetat Cnnnec1m) 
Wishbooe Tee and (2) Elbows 馴ithout Capacitance Tap (Long Bimetal Coonector) 

•For the旭s, 1wo digi,s o1 ca旬 logoυmber refer to Se ection Ta訓e sh。Nn abcve 


